 Easy installation guide
 
This receiver is  fully tuned and configured with 25 satellite and 1500 channels.

Turn on the receiver select the language, then   press satellite button on your remote select the satellite you want, press ok,, to select any channel,, press ok to view .If 25 satellite are too many then go to

Installation  press ok  ok again use arrow R/L on your remote select the satellite you want,

 to delete, press blue button on your remote.

How to install a new satellite  (fixed non-motorised system)

Go to system setting press ok  scrawl  down to factory reset press ok punch 0000  got to factory reset
 Press Ok  select yes. Then fallow below instruction.
 Press  ok on the installation,  ok again on the satellite setup.OK again  a list of satellite will appear .  Use the left or right arrows on the remote and select a satellite press Yellow button  to save   
Press Exit to satellite setup.  When the Quality progress Bar is at its highest level, press the red 
button on the remote to tune. To view all channels press OK in view then select any channel displayed

on the left-hand side with no $ sign  Ok again.  To view $ (Scrambled) channels, a cam {Decoder}
is required  and a viewing card,


How to setup a Monoblock or DiSEqC Switch (up to 4 LNBs / Dishes)

Press Menu on the remote. 
 Press OK on Installation.  Press OK on the satellite setup.ok again  A list of satellite 
names will appear.  Select a satellite (e.g. Hotbird and Astra19e). Press yellow button  on the remote to save,  Press Exit.  Go to DiSEqC Switching and
 select a satellite (e.g. Hotbird as number 1 and Astra19East as number 2).  When
 the Quality Bar is at its highest level in each satellite,If above installation is not 
success full select 13e as number 2 and 19e as number 1, press the red button on the
 remote to tune.  To view all channels , press OK, on the channels with no $ sign.
 To view $ (Scrambled) channels, a cam is required (decoder) and a viewing card


. How to motorise 25 satellite in USALS less then 60 seconds

This receiver is fully tuned and configured with 25 satellites/1500 channels, Do not change any setting.

After external installation  completed ,Go to installation  press ok then go to motorized  press ok 

Go to  disequc motor use L/R arrow on the remote select  USALS  then  go to position setting press ok 

Go to antenna longitude  press 000.5W for south of uk then go to antenna latitude  punch 051.5N

 press exit once   then scrawl down to  GOTO  press ok, dish will start moving to your selected satellite Example:Hotbird 

When one satellite is found then all selected satellites are full configured  for motorized.

If signal quality is week , go to longitude add or deduct numbers example; 000.1/2/3/4 w  or 000.1/2/3/4E

Each number you select  go to  GO TO  and press ok until you achieve highest signal quality

Longitude/Latitude  may vary in different area, but start using above instruction ,once you got the best signal then use your local coordinate setting .

 

How to Setup a Motorised DiSEqC 1.2 System

This receiver is fully tuned and configured with 25 satellites/1500 channels , Do not change any setting.
Press Menu on the remote Press ok go to Motorised setting,,Go to  third line { Diseqc motor } Use L/R on your remote select 1.2  go to Move press and hold L or R arrow on your remote until you see signal/quality more than 40%   go to save press ok to save,Press the red button on the remote.  To tune
If signal  does not appear, make  sure the transponder is Active. {List of active transponders is available in this book or go to www.technomate.com } 

To motorize more satellites, Repeat as above,

--------------------------------------------------------------------------------------------------------------------------

For Personalised motorized installation USALS/Diseqc 1.2

Press menu on the remote Go to system setting press ok  scrawl  down to factory reset press ok punch 0000  get to factory reset, Press Ok  select yes. 

To make sure the installation is successful, you should have an Active Transponder on 
the first transponder of any satellite (an Active Transponder list is located in this manual, 
however, some Transponders may be out of date- please visit www.technomate.com 
for updated Transponders,

How to Setup a Motorised  Diseqc 1.2 


  Press OK on the installation.  Press OK on the satellite setup . ok again on the satellite  A list of satellite 
 will appear.  Select a satellite (e.g. Intel elsat707/Hotbird and more)

 Press  yellow button  to save, Press Exit ,.Go to the  motorised setting.Press ok,Ok again select the a satellite from the list  press ok ,Go to line 3 and  <<  >>  and select 1.2   then scrawl down to  MOVE press and hold L or R arrow on the remote until you see signal quality above 40% then scroll down to save press ok to save,press red button on the remote to tune.
If you have not achieved this successfully, then the external installation need adjusting.

 

How to Setup a Motorised   USALS  System


  Press OK on installation.  Press OK on the satellite setup . ok again on the satellite  A list of satellite 
names will appear.  Select a satellite (e.g. Intel elsat707/Hotbird and more). Press 
 yellow button  to save .  Press Exit ,.  Go to the  motorised setting. Go to line 3 and  <<  >>
 and select usals   then go to  position Setting ,Press ok
Go to longitude (London’s longitude is 000.1 West).  Then go to latitude (South of UK’s latitude is 515 North). Exit: Go to Save and press OK.  Wait until the signal quality is more than 40% in the progress bar.  If the signal quality is below 40%, then setting is incorrect and the longitude needs to be adjusted,

for example; 000.2/000.3/000.4 up to 9 (For each setting scrawl down to GOTO press ok ) until you achieve the best signal, After getting the best signal then punch your local coordinate setting.  By this time, if you have not achieved this successfully, then the external installation need adjusting.
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Active Transponders 

(For Technomate Motorised Systems)
	No.
	Satellite

Name
	Degree
	Frequency
	Symbol Rate
	Polarity

	1
	PAS  45  IR
	45.0° W
	11510
	26694
	H

	2
	TELESTAR 11
	37.5° W
	11494
	19500
	H

	3
	HISPASAT
	30.0° W
	11811
	27500
	H

	4
	NSS803-K
	21.5° W
	11605
	40000
	H

	5
	INTEL 901
	18.0° W
	11673
	28571
	H

	6
	TELESTAR 12
	15.0° W
	11124
	18386
	H

	7
	ATLANTIC B1
	12.5° W
	11132
	03255
	H

	8
	EXPRESS 3A
	11.0° W
	11464
	04340
	V

	9
	TELECOM 2D
	  8.0° W
	12747
	02894
	H

	10
	NILESAT 101
	  7.0° W
	11747
	27500
	V

	11
	ATLANTICBIRD 3
	  5.0° W
	12543
	27500
	H

	12
	THOR 707 -2/3
	  1.0° W
	11229
	24500
	H

	13
	SIRIUS 2
	  5.0° E
	11766
	27500
	H

	14
	EUTEL W3
	  7.0° E
	11263
	27500
	H

	15
	EUTEL W1
	10.0° E
	11526
	30000
	V

	16
	HOTBIRD
	13.0° E
	10892
	27500
	H

	17
	EUTEL W2
	16.0° E
	11304
	30000
	V

	18
	ASTRA 1
	19.2° E
	12692
	22000
	H

	19
	ASTRA 3A
	23.5° E 
	11634
	27500
	H

	20
	ARABSAT 2A
	26.0° E
	11958
	27500
	H

	21
	ASTRA 2
	28.2° E
	11469
	27500
	H

	22
	EUTEL W4
	36.0° E
	12698
	04340
	H

	23
	HALLAS SAT
	39.0 E
	12524
	29000
	H

	24
	TURKSAT 1C
	42.0° E
	12652
	22500
	H

	25
	EUROSTAR 1
	45.0° E
	11500
	04340
	V
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